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Low Voltage
Mounting
Brackets for New
Construction
Designed to install LOW
VOLTAGE Class 2 ONLY.

LV1 LV1

For Low Voltage 
Fire Alarm
Installations too!

LV2

Low Voltage
Mounting
Brackets
Single through 4-gang brackets
for installations on existing
construction. Designed to install
LOW VOLTAGE Class 2 ONLY.
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CATALOG UPC/DCI/NAED UNIT STD DIM DIM DIM DIM
NUMBER MFG #01 8997 PKG PKG A B C D

LVMB1 14360 10 100 4.158 3.147 1.970 .375
LVMB2 14362 5 50 4.158 4.842 1.970 .375
PATENTED.
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L-1Communications
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Arlington’s LV2, for existing
construction, and LVMB2, for
new construction (shown
below), can also be used for
the installation of fire alarms.

Features and Benefits
• Non-metallic
• For communications, cable TV,

computer wiring 
• Cat 5 listed
• Permits the use of 3/4" EMT
• Works with 1/2" or 5/8" drywall
• Available in single or 

double-gang models

Features and Benefits
• Non-metallic – better than 

metal and costs less too!
• For communications, cable 

TV, computer wiring. 
• CAT 5 listed
• Adjusts to fit 1/4" to 1" 

thick wallboard, paneling, 
or drywall

• Bracket is its own template 
for cut out

• Specially designed wing 
flips up when mounting 
screw is tightened for a 
secure mount.

• New 3 & 4-gang styles 
(not pictured)

LVMB1 LVMB2

Arlington Industries, Inc. www.aifittings.com • E-mail: sales@aifittings.com
800/233-4717 • FAX 570/562-0646

LV2

CATALOG UPC/DCI/NAED UNIT STD DIM DIM DIM DIM DIM
NUMBER MFG #01 8997 PKG PKG A B C D E

LV1 58175 10 100 5.460 4.250 2.500 1.690 1/4"-1"
LV2 10952 5 50 5.460 4.250 4.185 1.750 1/4"-1"
LV3 09600 5 50 5.570 4.250 6.000 1.700 1/4"-1"
LV4 09601 5 50 5.570 4.250 7.810 1.700 1/4"-1"
Dim E refers to wall thickness adjustment.
PATENTED.

New!
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